
Liquid Tight

50

Straight liquid tight connectors with grounding lug
for use with metallic liquid tight conduit.

File No. E9391

File No. LR39354

Steel with Aluminum Lug
Catalog Trade Unit Std. Pkg.
Number Size Qty. Qty.

429-SLTG 3/8” 25 125
430-SLTG 1/2” 25 125
431-SLTG 3/4” 25 125
432-SLTG 1” 10 50
433-SLTG 1 1/4” 5 25
434-SLTG 1 1/2” 5 25
435-SLTG 2” 2 10

Steel with Aluminum Lug / Insulated
Throat - 105°C

Catalog Trade Unit Std. Pkg.
Number Size Qty. Qty.

429-SLTIG 3/8” 25 125
430-SLTIG 1/2” 25 125
431-SLTIG 3/4” 25 125
432-SLTIG 1” 10 50
433-SLTIG 1 1/4” 5 25
434-SLTIG 1 1/2” 5 25
435-SLTIG 2” 2 10

Liquid Tight Connectors, 45°

45° connector for use with metallic liquid tight
conduit.

File No. E9391

File No. LR39354

Malleable Iron
Catalog Trade Unit Std. Pkg.
Number Size Qty. Qty.

449-SLT 3/8” 25 100
450-SLT 1/2” 25 100
451-SLT 3/4” 10 50
452-SLT 1” 5 25
453-SLT 1 1/4” 5 25
454-SLT 1 1/2” 2 10
455-SLT 2” 1 5
456-SLT 2 1/2” --- 1
457-SLT 3” --- 1
458-SLT 3 1/2” --- 1
459-SLT 4” --- 1

Malleable Iron / Insulated Throat - 105°C
Catalog Trade Unit Std. Pkg.
Number Size Qty. Qty.

449-SLTI 3/8” 25 100
450-SLTI 1/2” 25 100
451-SLTI 3/4” 10 50
452-SLTI 1” 5 25
453-SLTI 1 1/4” 5 25
454-SLTI 1 1/2” 2 10
455-SLTI 2” 1 5
456-SLTI 2 1/2” --- 1
457-SLTI 3” --- 1
458-SLTI 3 1/2” --- 1
459-SLTI 4” --- 1

Liquid Tight Connectors with
Grounding Lug, Straight




