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 Fittings
Flexible Metallic Conduit Fittings

Clamp Type – Malleable Iron

™

™

CLAMP TYPE 45° ANGLE – MALLEABLE 
IRON

Features:

Standard Materials:

Standard Finish:

Clamp Type 45° Angle – Non-insulated

Clamp Type 45° Angle – Insulated

Cat. #
Trade         
Size

Dia. of 
Opening 
for Cable

Dia. of             
Bushed                 
Hole

Unit            
Qty.

Wt. Lbs.        
Per 100

723* 3/8” 21/32” 17/32” 50

5/ 3/8”
735 1/2” 15/ ” / ” 25 18

1/2”

737* 3/ ” 11/8” 25/32” 25

3/ ”

Cat. #
Trade         
Size

Dia. of 
Opening 
for Cable

Dia. of  
Bushed 
Hole

Unit            
Qty.

Wt. Lbs.        
Per 100

1723* 3/8” 21/32” 17/32” 50
1735 1/2” 15/ ” / ” 25 17
1737* 3/ ” 11/8” 25/32” 25

™

™

Applications:
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Clamp Type* 90° Angle – Non-insulated

Clamp Type 90° Angle – Insulated

™

™

™

™

Cat. #
Trade         
Size

Dia. of 
Opening 
for Cable

Dia. of             
Bushed               
Hole

Unit            
Qty.

Wt. Lbs.        
Per 100

724†§ 3/8” 21/32” 17/32” 50 15

5/ 3/8”
736† 1/2” 15/ ” / ” 25
738†§ 3/ ” 11/8” 13/ ” 20 31
739 1” 113/32” 1” 5 50
740 11/ ” 121/32” 11/ ” 2 113
741 11/2” 17/8” 11/2” 1 188
742 2” 21/2” 115/ ” 1
744 21/2” 3” 21/2” 1
745 3” 31/2” 3” 1
746 31/2” 313/32” 1 1150
747 /32” 331/32” 1

Cat. #
Trade         
Size

Dia. of 
Opening 
for Cable

Dia. of  
Bushed 
Hole

Unit            
Qty.

Wt. Lbs.        
Per 100

1736† 1/2” 15/ ” / ” 25
1738†* 3/ ” 11/8” 13/ ” 20 31
1739 1” 113/32” 1” 5 50
1740 11/ ” 121/32” 11/ ” 2 113
1741 11/2” 17/8” 11/2” 1 188
1742 2” 21/2” 115/ ” 1
1744 21/2” 3” 21/2” 1
1745 3” 31/2” 3” 1
1746 31/2” 313/32” 1 1150
1747 /32” 331/32” 1

Flexible Metallic Conduit Fittings

Clamp Type – Malleable Iron

CLAMP TYPE 90° ANGLE – MALLEABLE 
IRON

Features:

Standard Materials:

Standard Finish:

Applications:


