
Tpe AR
Aluminum “lue Rion” (AR) Thi UL lited non-jacketed  exile
aluminum conduit ha man univeral wiring application. It i often
referred to a “Green eld” or “Reduced Wall Flex”.

Contruction:

Application:
Thi conduit i intended for intallation a a metal racewa for wire and cale in accordance

with the NC (ANI//NFPA-70). Article 348.

High trength Aluminum Allo•
Helicall wound, formed trip•
Reduced Wall teel Gauge•
Approximatel 1/3 the weight of RW•

Permitted to e ued in expoed and concealed location (ection 348.10)•
For containment of 1000 volt and lower potential circuit (Unle otherwie permitted)•
Grounding conductor requirement for  exile intallation (ection 348.60)•
uitale a an equipment grounding conductor (ection 250.118(5))•
Wiring in elevator, hoit wa and ecalator. (ection 620.21)•
Limit on ue of 3/8 inch trade ize. (ection 348.20)•
Racewa connection to motor (ection 430.223)•
Crane and hoit (ection 610.11)•
Manufactured Wiring tem (ection 604.6(a))•
uitale for ue with lited connector intended for FMC (Flexile Metal Conduit)•
Flexile metal conduit i alo permitted for ue on indutrial machiner (ANI//NFPA-79)
(ection 14.5.4).

•

Lited File #53253 (ize 3/8

&1/2 through 3 inch). Conform to

Underwriter Laoratorie

tandard ANI/UL-1 for Flexile

Metal Conduit.

Certi ed File #LL18858 (3/8 &

7/16 inch ize onl) Conform to

CA 22.2 No. 56 for ue per the

Canadian electrical code C22.1

ection 12-1000.

Meet Federal peci cation A-A-

55810 Tpe II. (Formerl WW-C-

566c Tpe I)

W and RoH Compliant

ARRA: For ARRA Certi cation

Letter, pleae click here

All Product Proudl Made in the UA

Product
Information

CRTIFICATION &
COMPLIANC

http://www.electriflex.com/wp-content/uploads/2016/06/Letter_of_RoHS_Conformance.pdf
http://www.electriflex.com/wp-content/uploads/2016/07/Cert-of-Origin-ABR-ARRA-10-15-E-1.pdf
http://www.electriflex.com/
http://www.electriflex.com/


Product Tale
U Trade ize 3/8" 7/16" 1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 3 1/2" 4"

IO (MM) 16 20 25 32 40 50 63 70 80 90 100

CA (MM) 12 14 16 21 27 35 41 53 63 78 91 103

Tpe AR-10 AR-716 AR-11 AR-12 AR-13 AR-14 AR-15 AR-16 AR-17 AR-18 AR-350 AR-19

Internal Diameter
Min (IN.) 0.375 0.437 0.625 0.812 1.000 1.250 1.500 2.000 2.500 3.000 3.500 4.000

Max (IN.) 0.393 0.457 0.645 0.835 1.040 1.300 1.575 2.080 2.700 3.200

Outer Diameter
Min (IN.) 0.560 0.860 1.045 1.300 1.550 1.850 2.350 2.860 3.360 3.860 4.360

Max (IN.) 0.610 0.675 0.920 1.105 1.380 1.630 1.950 2.454 3.060 3.560 4.060 4.560

Inide end Radiu tatic (IN.) 2.0 2.25 3.0 4.0 5.0 6.2 7.5 10.0 12.5 15.0 17.5 20.0

Weight L. per 100 Ft 7.0 7.7 9.5 13.5 18.0 22.0 26.0 35.0 57.0 70.0 58.0 70.0

tandard Length

Coil (Ft.) 25 25 25 25

Part # 69408 69418 69428

Coil (Ft.) 50 50 50 50 50 50 25 25 25 25 25 25

Part # 69409 69419 69429 69432 69442 69452 69462 69472 69482 69487 69492

Coil (Ft.) 100 100 100 100

Part # 69401 69400 69411 69422

Reel (Ft.) 1000 1000 1000 500 400 400 300 150

Part # 69404 694043 69414 69424 69434 69444 69454 69464

Tpe R and AR trip

Pro le

Tpe R
“lue Rion” (R) Thi UL lited non-jacketed  exile teel conduit

ha man univeral wiring application. It i often referred to a

“Green eld” or “Reduced Wall Flex”.

Tpe ARH
Thi CA-certi ed, non-jacketed  exile aluminum conduit ha

man univeral wiring application. It i often referred to a “Heav

Wall Flex”

related product

http://www.electriflex.com/products/type-br/
http://www.electriflex.com/products/type-abrh/


ee product detail  ee product detail 

Tpe ALT
Thi verion of non-UL Liquidtight Flexile Conduit i imilar to our

tandard Tpe LT ut weigh conideral le due to the ue of an

aluminum inner core intead of teel.

ee product detail 

TYP UL
Thi extra- exile teel conduit i recognized  UL and CA for ue

within lited and certi ed aemlie.

ee product detail 

http://www.electriflex.com/products/type-br/
http://www.electriflex.com/products/type-abrh/
http://www.electriflex.com/products/type-alt/
http://www.electriflex.com/products/type-alt/
http://www.electriflex.com/products/type-usl/
http://www.electriflex.com/products/type-usl/

