
Product Tale

Tpe VJC
Vacuum jacketed non-UL teel conduit for high- ex intallation.

Contruction:

Inner Core:

Liquidtight Jacket:

Application:

Corroion Reitant Plated teel•
3/8” – 3” quarelock Pro le•

Vacuum Jacketed Flexile PVC•
Reitant to Oil and Mild Acid•

Tight end•
Dnamic Flexing•
Compatile with tandard liquidtight connector•

Product
Information

TANDARD COLOR
lack

WORKING
TMPRATUR
-20°C to 80°C

http://www.electriflex.com/chemical-resistance-guide/
http://www.electriflex.com/
http://www.electriflex.com/


Product Tale
Internal

Diameter
Outer Diameter Inide end Radiu Weight tandard Length

U Trade

ize

IO

(MM)

CA

(MM)
Tpe

Min

(IN.)

Max

(IN.)

Min

(IN.)

Max

(IN.)
tatic (IN.)

Dnamic

(IN.)

L. per 100

Ft

Carton

(Ft.)
Part # (lack)

3/8" 16 12
VJC-

10
0.492 0.516 0.657 0.681 1 5 14 100 89201

1/2" 20 16
VJC-

11
0.622 0.646 0.799 0.823 1 6 16 100 89211

3/4" 25 21
VJC-

12
0.815 0.839 0.996 1.020 2 8 20 100 89221

1" 32 27
VJC-

13
1.043 1.067 1.240 1.264 3 10 35 100 89232

1 1/4" 40 35
VJC-

14
1.378 1.402 1.642 1.673 3 12 38 50 89242

1 1/2" 50 41
VJC-

15
1.575 1.598 1.850 1.890 3.5 14 44 50 89252

2" 63 53
VJC-

16
2.008 2.031 2.307 2.346 4 16 66 50 89262

3" 80 78
VJC-

18
3.071 3.094 3.425 3.465 6.5 25 93 25 89282

TYP L
Thi non-UL, extra- exile product, availale in the maller

diameter, i deigned for tight-pot intallation and where

continuou  exing i required of a teel wound hoe.

ee product detail 

Tpe CL
CL i a nonmetallic UL Recognized nlon corrugated Mechanical

Protection Tuing (MPT) deigned for the upport and routing of

conductor and cale. It i ued a a UL / CA component within

OM equipment.

ee product detail 

related product

http://www.electriflex.com/products/type-sl/
http://www.electriflex.com/products/type-sl/
http://www.electriflex.com/products/type-cl-2/
http://www.electriflex.com/products/type-cl-2/


Tpe LNMP
Thi UL and CA lited nonmetallic liquidtight conduit i ideall

uited for continuou  exing ituation. It i often peci ed in “Power

Track” or cale carrier intallation and on indutrial root. It doe

not contain a metal core which could fatigue from repeated  exing or

viration.

ee product detail 

Tpe NM2
Tpe NM2 i an extra- exile liquidtight nonmetallic tuing. Thi

lightweight tuing cut eail and intall quickl. It i ideal for wiring

protection in tight quarter and for tight end. The thin,  exile

PVC kin allow for greater movement than Lited nonmetallic

conduit.

ee product detail 

http://www.electriflex.com/products/type-lnmp/
http://www.electriflex.com/products/type-lnmp/
http://www.electriflex.com/products/type-nm2/
http://www.electriflex.com/products/type-nm2/

