SECURITY & CONTROL CABLES Il

Multi-Conductor Cable — Overall Shielded (continued)

20 AWG - SHIELDED
DC RESISTANCE NOM. CAP. NOM. O.D. AVG. WT.

# COND STR/SOL (OHMS) (PF/FT) (IN) PER MFT (LBS) PART #

GENERAL PURPOSE - CM, CL2 LISTED

2 STR 10.5 37 0.138 16 1212
3 STR 10.5 37 0.144 21 1227
4 STR 10.5 37 0.159 24 1213
RISER RATED - CMR, CL2R, C(UL), FT4 LISTED
2 STR 10.5 17 0.142 17 2212
4 STR 10.5 26 0.163 26 2213
PLENUM RATED - CMP, CL2P, C(UL), FT6 LISTED )
2 STR 10.3 48 0.138 19 3212 g
3 STR 10.3 54 0.138 22 3228 ;
4 STR 10.3 48 0.159 27 3213 )
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18 AWG - SHIELDED =
DC RESISTANCE NOM. CAP. NOM. O.D. AVG. WT. 5
# COND STR/SOL (OHMS) (PF/FT) (IN) PER MFT (LBS) PART # S
GENERAL PURPOSE - CM, CL2 LISTED O
2 STR 6.5 43 0.154 20 1214
3 STR 6.5 41 0.161 27 1228 "
4 STR 6.5 43 0.178 32 1215 S
6 STR 6.5 43 0.210 45 1216 =
8 STR 6.5 43 0.230 59 1217 ¢ 'g
10 STR 6.5 43 0.270 63 1218 ¢ o
12 STR 6.5 43 0.283 86 1219 ¢ o
15 STR 6.5 43 0.307 104 1220 ¢ 8
| -
RISER RATED - CMR, CL2R, C(UL), FT4 LISTED 'g
2 STR 6.5 21 0.154 21 2214 c
4 STR 6.5 34 0.180 34 2215 >
6 STR 6.5 46 0.214 46 2216
8 STR 6.5 59 0.232 59 2217 ¢ =
10 STR 6.5 72 0.268 72 2218 ¢ =
12 STR 6.5 85 0.281 85 2219 ¢ g
15 STR 6.5 103 0.312 103 2220 CF O
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C Reels only

F Consult factory for availability

Call 1-800-222-0060 for more information. Honeywell 15



SECURITY & CONTROL CABLES Il

Lutron® Control Cables

Honeywell Genesis Series Cable offers specialized lighting control
cables for Lutron Systems. These cables are specifically designed
to meet the Lutron cable standards.

Consult factory for packaging options.

STYLE CONSTRUCTION SHIELD JACKET COLOR PART #
GENERAL PURPOSE - CM LISTED
HomeWorks )
18/2 STR 16/30 BC Al/Mylar TC D G 1214
Dimmer & Switch yiar It Jramn ey
HomeWorks 18/4 STR 16/30 BC Al/Mylar TC Drain Gra 1215
Dimmer & Switch y Y
vareo , 22/2 STR 7/30 BC Al/Mylar TC Drain Gray 1202
Dimmer & Switch g
Keypad Date/Crafik  22/1pr Low Cap Data A/Mylar TC Drain~ Blue/Yellow Stripe 1244 9
Eye 3000 18/2 Power 173}
; >
Grafik Eye 22/1pr Low Cap Data . (7))
Al/Mylar TC Drain Blue 1260
4000/6000 12/2 Power 18/1 Ground y ! 4 ®
Sovoia 18/4 BC Al/Mylar TC Drain S
Shades 16/2 BC None Blue/Red Stripe 1287 -lg
18/1 BC None |
PLENUM RATED - CMP LISTED
HomeWorks 18/2 STR 16/30 BC A/Mylar TC Drain White 3214 -
Dimmer & Switch o
ol
HomeWorks - 18/4 STR 16/30 BC Al/Mylar TC Drain White 3215 =
Dimmer & Switch 0:3
Vareo ) , —_
, , 22/2 STR 7/30 BC Al/Mylar TC Drain White 3202 o
Dimmer & Switch 0
)
Q
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Call 1-800-222-0060 for more information.

Honeywell
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Hl HVAC THERMOSTAT & CONTROL CABLES

Mini Split Cables

Power and Control for Mini Split Systems

Construction:

— Stranded Bare Copper Conductors

— Polypropylene Insulation (General Purpose)
— PVC with Nylon Insulation (THHN)

- PVC Jacket

Features:
— Sunlight Resistant

Packaging:
— Consult factory for other packaging options

AWG # CONDUCTORS SHIELD JACKET COLOR PACKAGING PART #

DIRECT BURIAL - 600V THHN LISTED

14 4 Unshielded Black 250" Reel, 5 x 50" Coils 1070
GENERAL PURPOSE - CM/CL2 LISTED

18 2 OAS Gray 500', 1000' Box, Reel 1214

18 4 OAS Gray 500', 1000' Box, Reel 1215

18 4 Unshielded Gray 500", 1000' Box, Reel 1119

16 2 OAS Gray 500', 1000' Box, Reel 1221

BACnet Cables

For Use with Network and Automation Control Systems

Construction:

— Stranded Bare Copper or Tinned Copper Conductor Pairs

— FEP Insulation
— Aluminum/Mylar Shield with Drain Wire
— Low-Smoke Plenum PVC Jacket

Packaging:
— Consult factory for packaging options

DC NOM. NOM.  AVG.WT.
CONDUCTOR RESISTANCE CAP. 0.D. PER MFT
AWG #PAIRS MATERIAL  IMPEDANCE  (OHMS/M') (PF/FT) (IN) (LBS)  PART#
PLENUM RATED - CMP, CL2P, C(UL), FT6 LISTED
22 1 TC 100 16.5 14.5 0.185 20 3251
22 2 BC 100 16.5 14.5 0.265 21 3255
18 1 BC 100 6.5 15.0 0.254 31 3322
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