Flex Appeal

At Honeywell, we bend over backwards to make your
installations easier.

Honeywell’s patent-pending new WaveFLEX™ jacketing makes cable easier than ever to strip—
improving performance while reducing the likelihood of kinks and tearing braids or shielding. Incredibly
flexible, the ridged jacketing makes termination a snap and is engineered to withstand the rigors of the
most challenging installations while maintaining full UL specifications. The result? You’ll save time,
money and move on to the next job more quickly. What could be more appealing than that?

Insist on quality and innovation you can trust. Insist on Honeywell’'s WaveFLEX.

CCTV and CATV Coaxial Cable

= Extra flexible WaveFLEX jacket for easier
terminations 5001 RG59/U SOL BC 95% BC Braid CL2

e Countdown footage markings

e Camera and Zone Markings

Part#  Description

5013 RG59/U SOL BC 95% BC Braid + 18/2 CL2

* RoHS Compliant 5007 RG6/U SOL CCS Quad-Shield CATV
Audacious'TM Sound Caple Part# Description

= Extra flexible WaveFLEX jacket

 Easier to strip making it less likely to knick 5473 16/2 65str Oxy Free Aud CMR/CL3R/FT4

conductors for optimal sound quality
* Oxygen free copper for pure transmission area

b4 ngh strand count for extra erX|b|I|ty and more 5475 14/2 105str Oxy Free Aud CMR/CL3R/FT4
surface area

= Countdown footage markings 5476  14/4 105str Oxy Free Aud CMR/CL3R/FT4
* Channel, Room and Zone markings to save

installation time
* ROHS compliant

5474  16/4 65str Oxy Free Aud CMR/CL3R/FT4

For more information:
www.honeywellcable.com

Automation and Control Solutions

Honeywell Cable & Custom Electronics

7701 95th Street

Pleasant Prairie, Wl 53158-2716

800.222.0060 L/WVFLXF/D

March 2012
www.honeywell.com © 2012 Honeywell International Inc.

Honeywell



