NEXTSPEED
6-110 Connecting Block System

Connecting Block

Features

* Terminated To The Wiring Blocks Utilizing a Hubbell 6-110/4-pair .
Impact Tool -

* High Definition Color Coding and Tip and Ring Markings
* Angled IDC Towers To Make Conductor Placement And Lacing i

Easy J i\ Ll N

Ordering Information 1 -

Description Color Catalog Number UPC —
NEXTSPEED Connecting White 6110CB4PR10 662620835693

Block, 6-110 Connecting

Block, 4-Pair

oy 0.300—| |—
Listings 0,150 —
ANSI/TIA-568-B.2-10 -

IEEE 802.3an (PoE) and IEEE 802.3bt (PoE+) I

cUL Listed 0.980
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0150 TYPk—bl e 4 SPACES

e 1.350 TOLS
HONCUMULATIVE
Specifications
Material Polycarbonate UL 94V-0
Contact Material Phosphor bronze
Contact Plating Tin/lead solder Accessories
gonjuctm Type 2":!3 or S:ra”gej 2622 AWG Connecting Block 6-110/4-Pair 6110CB4PR10
onductor olid or stranded £5- Laser-Printable Label Sheets XPL11010W

Online Resources

eCatalog
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HUBBELL
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http://ecatalog.hubbell-premise.com/productinformation/ViewCatalog.aspx?Search=6110CB4PR10

