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DIMENSIONSWEATHERPROOF 
MOTOR DRIVEN
SIREN

MANUAL FIRE
ALARM
PULL-DOWN STATION

CAT.
NO.

UPC
CODE

INPUT
VOLTAGE

dB 
@10 FEET AMPS VA

TA315-1N5 96599 120VAC/DC 117 2.5 300

CAT.
NO.

UPC
CODE SWITCH VOLTS AMPS

TA270A 96521 SPST, NO 30V AC/DC 1

For industrial and outdoor 
use. Ideal for evacuation and 
warning systems.

INPUT VOLTAGE: 120AC & DC, 60Hz.

ALARM: Loud, distinctive tone. Designed to be effective 
over standard horns or bells.

HOUSING: Red enamel paint over heavy gauge aluminum 
housing. Fully enclosed motor. 180° swivel and adjustable 
direction. 

ALARM: Loud, distinctive tone. Designed to be 
compatible with any control panel to initiate local 
alarm signals, trip municipal fire alarm box and start 
fire pumps.

MOUNTING: Sturdy metal construction, mounts to 
a standard single gang electrical box. 

Designed for indoor use. 
Ideal for schools, hospitals, 
industrial plants, warehouses 
and retail stores. Key is 
required to close and reset 
device. Meets requirements, 
BSA, MEA, CA and UL.
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