
UTOH

PENN-UNION co& 229 Waterford Street • Edinboro, PA 16412-2398
Phone (814) 734-1631 • FAX (814) 734-4946

COPPER ALLOY SPLIT BOLT CONNECTORS -TYPES S AND SEL
For copper and copperweld wires
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Made from high strength copper alloy-highly resistant to corro-
sion and season cracking. The design provides, under torque,
high contact pressure between conductors. Type S is for use
with 2 wires and Type SEL is for use with 2 or 3 wires.
The Penn-Union pressure bar is unexcelled-special designed
features give assurance of high "pull-out."

Catalog •
Number
S-8A

•SEL-8
S-6A

•SEL-6A
S-4A

•SEL-4A
S;3A
S-2A

•SEL-2A
S-1/OA
S-2/0
S-3/0
S-4/0-250
S-350
S-500
S-750
S-1000

Copper Conductor
Range of Equal
Main and Tap

Min.
16Str.
16Str.
10 Sol.
10 Sol.
8 Sol.
8 Sol.
6 Sol.
6 Sol.
6 Sol.
4 Sol.
2 Sol.
2 Sol.

1/0 Sol.
4/0 Str.

250 MCM
350 MCM
500 MCM

Max.
8 Str.
8 Str.
6 Sol.
6 Sol.
4 Sol.
4 Sol.
2 Sol.
2 Str.
2 Str.

1/0 Str.
2/0 Str.
3/0 Str.

250 MCM
350 MCM
500 MCM
750 MCM

1000 MCM

Min. Tap
With One
Max. Main

16 Str.
16 Str.
16 Sol.
16 Sol.
16 Sol.
16 Sol.
12 Sol.
14 Str.
14 Str.
14 Sol.
14 Str.
12 Sol.
10 Sol.
8 Sol.
8 Sol.
8 Sol.
8 Sol.

Maximum Conductor

Copperweld
Str.

:

3 No. 12
3 No. 12
3 No. 9
3 No. 7
3 No. 7
3 No. 6
3 No. 5
7 No. 7
7 No. 5

19 No. 7
19 No. 6
19 No. 5

Type A

:

8A
8A
5A
3A
3A
2A

-

-

Wire Diameter
Ranged

In
.057- .145
.057- .145
.102- .162
.102- .162
.128- .204
.128- .204
.162- .258
.162- .292
.162- .292
.204- .375
.258- .418
.258- .470
.325- .575
.528- .682
.575- .815
.682- .999
.815-1.153

Approx. Dimensions
(in inches)

A
.145
.145
.165
.165
.215
.215
.328
.328
.328
.377
.420
.470
.580
.746
.834

1.028
1.222

B
3/8

3/8

7/16

7/16
1/2

1/2

5/8

5/8
5/8
3/4

3/4

7/8

1

11/2

15/8

115/16

2V«

C
1/2

'/2

5/e
5/8

11/16

11/16

13/.6

13/16

13/16
7/8

1

1'/8

15/16

15/8

113/,6

21/8

2'/2

D
27/32

27/32

13/64

17/64

13/64

117/64

15/16

15/16

135/64

14l/64

113/16

2
25/64

25/8

3
33/4

4

Recommended
Torque
(in.-lb.)

80
80

165
165
165
165
275
275
275
385
385
500
650
650
825

1000
1100

tFor conversion to metric range, see page 171.
• Not CSA Listed.

/ A.RUS accepted.
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