
2500 Series Electric Baseboard Heaters

u	 Durable textureD powDer coat finish with 
low profile Design 
–  NortherN white or Navajo white fiNish

u	high temperature safety limit 
 –  added protectioN iN case of airflow 

blockage

u		easy installation 
– pre-Notched guide marks iN rear of cabiNet 
– built-iN cable clamps for fast wiriNg 
–  power supply caN be coNNected at either 

eNd of baseboard

u		ul listeD for installation on wall or level 
floor surface

u	applications incluDe:  
 – siNgle family homes  
 – apartmeNts 
 – modular or mobile 
 – supplemeNtal heat additioN 
 – remodels 
 – aNd much more
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Dimensions 

DIMENSIONS
Length: Varies on wattage
Height: 6-3/4"
width: 2-7/8"

6-3/4"

2-7/8"
FRONT

BOTTOM

SIDE
Length Varies

6-3/4"

all knockouts are 7/8 " diameter for 1/2" conduit



SELECTION CHART
  navaJo upc northern upc watts @ watts @ watts @ watts @ weight
 length white 0 98319 white 0 98319 277v/240v/208v 240v/208v 208v 120v (lbs)
 2 2542w 73002 2 2542Nw 72052 8  400/300   5.2
 2’6” 25426w 73006 0 25426Nw 72055 9  500/376   6.3
 3 2543w 73010 7 2543Nw 72059 7  750/564   7.5  
 4 2544w 73014 5 2544Nw 72064 1  1000/752   10
 5 2545w 73018 3 2545Nw 72069 6  1250/940   11.5
 6 2546w 73022 0 2546Nw 72074 0  1500/1128   14
 8 2548w 73025 1 2548Nw 72078 8  2000/1504   18.5
 8 25408w 72982 8 25408Nw 72086 3  2500/1880   18.5
 2 2512w 73000 8 2512Nw 72050 4    400 5.2
 2’6” 25126w 73004 6 25126Nw 72053 5    500 6.3
 3 2513w 73008 4 2513Nw 72057 3    750 7.5
 4 2514w 73012 1 2514Nw 72062 7    1000 10
 5 2515w 73016 9 2515Nw 72067 2    1250 11.5
 6 2516w 73020 6 2516Nw 72072 6    1500 14
 2 2502w 73001 5 2502Nw 72051 1   400  5.2
 2’6” 25026w 73005 3 25026Nw 72054 2   500  6.3
 3 2503w 73009 1 2503Nw 72058 0   750  7.5
 4 2504w 73013 8 2504Nw 72063 4   1000  10
 5 2505w 73017 6 2505Nw 72068 9   1250  11.5
 6 2506w 73002 1 2506Nw 72073 3   1500  14
 8 2508w 73024 4 2508Nw 72077 1   2000  18.5
 8 25008w 72981 1 25008Nw 72085 6   2500  18.5
 2 2572w 73003 9 2572Nw 72088 7 400/300/225    5.2
 2’6” 25726w 73007 7 25726Nw 72089 4 500/376/282    6.3
 3 2573w 73011 4 2573Nw 72090 0 750/564/423    7.5
 4 2574w 73015 2 2574Nw 72091 7 1000/752/564    10
 5 2575w 73019 0 2575Nw 72092 4 1250/940/705    11.5
 6 2576w 73023 7 2576Nw 72093 1 1500/1128/846    14
 8 2578w 73026 8 2578Nw 72094 8 2000/1504/1128    18.5
 8 25708w 72983 5 25708Nw 72087 0 2500/1880/1410    18.5
Accessories
 CATALOG   CASE SHIP
 NUMBER  DESCRIPTION  QTY.  WEIGHT (lbs.)
 ta-1aw  baseboard thermostat, sp 22 ampere, 40° to 100°f.  36  16
 ta-2aw  baseboard thermostat, dp 22 ampere, 40° to 100°f.  36  20
 ta-1tpaw  baseboard thermostat, sp 22 ampere, tamperproof, 40° to 100°f  36  16
 ta-2tpaw  baseboard thermostat, dp 22 ampere, tamperproof, 40° to 100°f  36  20
  thermostats rated 2500w @ 208v, 5000w @ 240/277v
 hca12-15/20w  heat-cool control, 125v 15 and 20 amp receptacle.  40  57
 hca24-15/20w  heat-cool control, 250v connected to 20 amp max. circuit  40  57
 ra1compw  duplex receptacle cover only (carton of 10)  1  1
 ra-1w  duplex receptacle  36  10
 1caw  inside corner allow 2-1/2” for installation  20  11
 dsw2w  double pole disconnect switch rated 20a @ 120-277v.  1  1
 pr24  24 volt ac, class 2 power relay spst 30a @ 120-240 vac, 23a @ 277 va  1 1
 pr120  120 volt ac, class 2 power relay spst 30a @ 120-240 vac, 23a @ 277 vac  1  1
 rsa  12/24 low voltage relay w/transformer 120v/24v. -25a.  1  2
 rsa  20/24 low voltage relay w/transformer 208v/24v. -25a.  1 2
 rsa  24/24 low voltage relay w/transformer 240v/24v. -25a.  1  2
 rsa  27/24 low voltage relay w/transformer 277v/24v. -25a.  1  2
Filler Sections
 CATALOG         SHIP
 NUMBER     DESCRIPTION      WEIGHT (lbs.)
 fs12     1 foot filler section      2
 fs24     2 foot filler section      4
 fs36     3 foot filler section      6
 fs48     4 foot filler section      8
 fsj2     2 inch joiner strip      1/2
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FEATURES
element lead wires are stripped and connect at each end of the baseboard

rounded corners provide contemporary look and eliminate sharp corners

large wiring compartment enable fast, easy wiring

“chimney-fin” type element moves air at greater velocity and results in less wall streaking

suspended heating element designed to lower noise of heater when warming up

 “easy-out” knockouts at each end of heater facilitates fast and easy wire entry and exit from wiring 
compartments.

back entry cable clamp provides access to wiring compartment from rear for fast wiring

pre-notched guide marks for fast installation.


