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Product Specifications
| Box Type | RACO Steel Boxes & Covers |

Box Family Exiension ings
| Box Category | Octagon Boxes - For Conduit |
| Category | 4" Octagon Box |
| Wiring System | Conduit |
[Box Depth [1-172" |
| Side Knockout(s) | 4, 3/4" |
[Bottom Knockout(s) [2,1/2" & 2, 3/4" |
| Bracket Type | No bracket |
| Drawn or Welded | Drawn |
| Cubic Inch Capacity |15.5 |
[UPC Number [050169001264 |
| Product UPC-A Labeled | No |
| Minimum Pack Qty. |50 |

Max. Recommended Support 50 Ibs
Load, Fixture (Static) :

| Inner Leaf 2 of 5 Bar Code | 50050169001269 |
| Unit Carton Quantity |50 |
| Ship Carton Length (In.) 18.75 |

|

| Ship Carton Width (In.) | 7.375




| Ship Carton Height (In.) | 8.875
| Weight (Per/C) | 50.1
[ Pallet Quantity 3,500

Acceptable for use in 2-hour
rated walls & ceilings

| Dimension A | 4"
| Dimension B |1-9/16"

Fire Resistance

Applications

» Octagon boxes can be used in the installation of ceiling or wall
lighting fixtures or as a junction box
o Not designed for ceiling fan support

Product Features

e Combination screw heads allow for fast cover or fixture
installation
« Raised ground provision in back of box

|UL 514-A listed, File E195978|
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