
LIGHT BULB SELECTION & REFERENCE GUIDE

Bulb Item
Type Number

9727

973 /

tlr̂  9728

9729

9732

97/8-32 Clear

~ . 97/8-33 Frosted

97/9-32 Clear

97/9-33 Frosted

9776

ar— 9777
» -̂°

9778

9774

9782
=3£L 9783

9784

9703 Open Lens

i 9704 Open Lens
te?

9705 Open Lens

9787 Glass Lens

,' f 9788 Glass Lens
*«v

9789 Glass Lens

9792

=52> 9793

9794

9709 Open Lens

^ 97/0 Open Lens
"-

97 / / Open Lens

~^ 9765

§* "̂  9766

9767

Xenon

Xenon

Xenon

Xenon

Xenon

Xenon

Xenon

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Halogen

Bulb
Type

T31/4

T31/4

T31/4

T31/4

T31/4

T3

T3

T3

T3

T5

T5

T5

T5

T3

T3

T3

MRII

MRII

MRII

MRCII

MRCII

MRCII

T4

T4

T4

MRI6

MRI6

MRI6

Par 36

Par 36

Par 36

Base Watts Watts
Type Rated Consumed

Wedge

Wedge

Wedge

Wedge

Wedge

Rigid Loop

Rigid Loop

Rigid Loop

Rigid Loop

Wedge

Wedge

Wedge

Wedge

G4 Bi-Pin

G4 Bi-Pin

G4 Bi-Pin

GZ4 Bi-Pin

GZ4 Bi-Pin

GZ4 Bi-Pin

GZ4 Bi-Pin

GZ4 Bi-Pin

GZ4 Bi-Pin

GY6.35 Bi-Pin

GY6.35 Bi-Pin

GY6.35 Bi-Pin

GX5.3 Bi-Pin

GX5.3 Bi-Pin

GX5.3 Bi-Pin

Screw Terminal

Screw Terminal

Screw Terminal

3

3

5

5

5

5

5

10

10

8

12

18

18

5

10

20

20

20

20

20

20

20

20

35

50

50

50

50

50

50

50

2. 1

2.7

4.0

3.9

4.2

4.2

4.2

8.4

8.4

8

1 1. 6

1 6.2

1 6.2

5

10

20

20

20

20

20

20

20

20

35

50

50

50

50

50

50

50

Rated Life
(Hours)

20,000

19,000

9,000

2,000

8,000

16,000

16,000

12,000

12,000

2,500

2,000

2,000

10,000

2,000

2,000

2,000

2,000

2,000

2,000

2,000

2,000

2,000

2,000

2,000

2,000

2,000

2,000

2,000

4,000

4,000

4,000

Approx Light Approx Color
(Lumen) (Temp °K)

8

15

23

26

33

33

33

83

83

57

120

210

210

60

120

320

NSP \0°

SP20°

NFL 30°

NSP \0°

SP2Q"

NFL 30°

340

650

900

NSP 1 5°

NFL 25°

FL40°

NSP 5°

SP8°

FL30°

2,200

2,400

2,300

2,450

2,550

2,550

2,550

2,650

2,650

2,650

2,750

2,800

2,800

2,850

2,850

2,850

3,000

3,000

3,000

3,000

3,000

3,000

2,850

2,900

2,950

3,050

3,050

3,050

3,050

3,050

3,050

NSP: Narrow Spot, SP: Spot, NFL: Narrow Flood. FL: Flood.
Light bulb data for low voltage products are based on manufacturers published information
recalculated at approximately 12 volts for 12 volt systems and 23 volts for 24 volt systems.
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AMPIAN6C
LINEAR LIGHTING SYSTEM
• Lampholders simply snap onto track at any point and pierce

specially designed Ambiance® cable for the electrical connection.

• Corrosion resistant contacts provide long life.

• System may be dimmed.

• UL and C-UL listed 12V and 24V Wet locations 12V only.

• Well suited for indoor and outdoor commercial

and residential applications.

• Choose lamps with various intensities to suit any application.

9423-12
Lampholder
Adjustable anodized aluminum reflector.
Heat resistant polycarbonate.

9427-15
Lampholder
Anodized aluminum reflector.
Heat resistant polycarbonate.

f

9428-12
Lampholder
Anodized aluminum reflector. Heat resistant
polycarbonate. Two lamp socket. 12V only.

,

9429-15
Lampholder
Heat resistant polycarbonate. Includes
landscape clip for outdoor use. 12V only.

9828-12
Lampholder
Low profile polycarbonate lampholder
with aluminum reflector.

9432-15
Lampholder
Anodized aluminum reflector. Heat
resistant polycarbonate. Ceramic socket.

>

r*

'A/&S < „,-
V

9433-15
Lampholder
Breakaway anodized aluminum reflector. Heat
resistant polycarbonate. Ceramic socket.

9498-15
Four Foot Starter Kit
Four foot kit includes: Four lampholders,
eight lamps, transformer, track, cable.
12V only.

=̂*£? 9
Components: See Pages 362-365

Bulbs: See Pages 376-377

-- :. - _
* •*_**•-*•' "*' t

T3 12V or 24V Rigid Loop Base Cartridge Xenon Lamps

T31/4 12V Wedge Base Lamps

TS 12V or 24V Wedge Base Lamps

Xenon lamps offer long life, high intensity and white color similar to halogen. All glass
cartridge and wedge base lamps are designed for long life and severe operating conditions,
including vibration, heat, cold and moisture. With no metal base or soldered connections
to loosen, break or corrode, these lamps will operate in high ambient temperatures.
See pages 376 and 377, for lamp selection and reference guide.

PAGE 348
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© Design Copyright Sea Gull Lighting Products, Inc.

COMPONENTS: See pages 362, 363, 364 and 365 for complete descriptions.
WARNING: Use of other manufacturers' components will void warranty

and UL listing and create a potential safety hazard. Serious risk of fire
exists when mixing I 2V lamps with 24V transformers.



/AMPIAN6-L L A P - 1 O L D E R S :
Item Number / Finishes Dimensions Lamp Data

ĵjgl̂ ^^^^B

9423-12 Black Finish

9427-12 Black Finish

^Ji
9828-12 Black Finish

^^P
9428-12 Black Finish

»
9429-12 Black Finish

9423-15 White Finish

,

9427-15 White Finish

-

ts

9828-15 White Finish

9428-15 White Finish

9429-15 White Finish

H

9432-15 White Finish

9433-15 White Finish

9498-12 Black
Four Foot Kit

-i «

"^'•<

9498-15 White
Four Foot Kit

1 2"— — i i— i1/4!'̂  T3 Rigid Loop Xenon
97 1 8-32 1 2V 5w
9718-33 12V 5w
9719-32 12V lOw

.,•,, [£vC >*] JfitJ 9719-33 12V lOw

" 2" 1 1.3/4-J 9720-32 24V 5w
9720-33 24V 5w
972 1 -32 24V 1 Ow
9721-33 24V lOw

T31/4 Wedge Base
9727 1 2V 3w

s '̂IC ^j C )l (Pll 97^ | | ?V 1W Vonr,n

n i n , , V" • 7 /ZO 1 ZV DW

• 2y2 , L%J ^^ |2v ^
9732 12V 5w Xenon

T31/4 Wedge Base
.7 / . .LJ . LJ 9727 1 2V 3w

L %- I I 973 1 1 2V 3w Xenon
LF^ 9728 1 2V 5w

t%"J l.5/8" J 9?29 |2y 5w

9732 12V 5w Xenon

if] 9(T\

LMJ » W IV Adiustmenl\ T5 Wedge Base
JT 1 Tj V_ 9776 12V 8w
Ml t^XZ) 9777 12V I2w

tWj ri 9778 I2V I8w
W 9774 12V I8w Xenon

9775 24V I8w Xenon

BREAK AWAY REFLECTOR

I15/16"|

• H \\' , ^'//4JL % f,% -HI iVfo H
L CJ_j T?!T u tnf

L 1 1/4" J FULL REFLECTOR FLAT REFLECTOR
90' ILLUMINATION 180' ILLUMINATION

T3V4 Wedge Base
9728 1 2V Sw

Minimum Spacing

On Center

Clear 2"
Frosted 2"
Clear 4"
Frosted 4"

Clear 2"
Frosted 2"
Clear 4"
Frosted 4"

4"
4"
4"
4"
4"

2"
2"
2"
2"
2"

6"
6"
6"
6"

6"

8 Included 4"
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LIGHT BULB SELECTION & REFERENCE GUIDE

Bulb

Type

(tern

Number
Bulb Base Watts Watts Rated Life Approx Light

Type Type Rated Consumed (Hours) (Lumen)

9720-32 Clear Xenon T3 Rigid Loop

C
9720-33 Frosted Xenon T3 Rigid Loop

972 / -32 Clear Xenon T3 Rigid Loop

9721-33 Frosted Xenon T3 Rigid Loop

«x>

B/-P/N
iflBE

9775 Xenon T5 Wedge

HALOGEN

^ 9734-32 Halogen

MINI CAN

9759 Xenon

•w -

9760 Xenon

i, 976 / Xenon

9779 Halogen

9780 Halogen

978 / Halogen

COMPACT FLUORESCENT

9744

i

-

9745

9746

9747

9757 Instant Start

9706

9748

9749

9763 Instant Start

9764

T4 G-8

T3 E- 1 1

T3 E - l l

T3 E- l l

T3 E-l l

T4 E-l l

T4 E - l l

Twin Tube G23

Twin Tube G23

Twin Tube G23

Twin Tube GX23

Twin Tube GX23

Twin Tube L2GII

Quad Tube GX23-2

Quad Tube GX32 D-2

Quad Tube GX23

Quad Tube G24 D-2

5 4.2

5 4.2

10 8.4

10 8.4

18 16.2

35

20

40

60

75

150

250

5

7

9

13

13

36

13

22

13

18

16,000

16,000

12,000

12,000

2,000

2,500

2,000

2,000

2,000

1,500

1,500

2,000

10,000

10,000

10,000

10,000

12,500

12,000

10,000

10,000

10,000

10,000

33

33

83

83

210

650

200

560

960

1,120

2,400

4,500

250

400

600

900

825

2,900

860

1200

860

1200

Approx Color CRI

(Temp °K)

2,550

2,550

2,650

2,650

2,800

2,900

2,700

2,800

2,800

2,850

2,850

2,900

2,700 82

2,700 82

2,700 82

2,700 82

2,700 82

4,100 82

2,700 82

2,700 82

2,700 84

2,700 84

Note: Light bulbs are not included with lighting fixtures unless otherwise specified.

All Sea Gull Lighting fixtures are engineered to meet or exceed the standards set by the National Electrical code and are listed by Underwriters
Laboratories, Inc. Each product is tested in our state-of-the-art facilities. At this time, there is no American National Safety Standard for light bulbs.
Maximum light bulb wattages are specified in our catalog for all lighting products. Heat emitted from various manufacturers' and distributors' light bulbs
may vary significantly and operate beyond acceptable limits. Sea Gull Lighting is not responsible for this occurrence unless the Sea Gull Lighting supplied
brand light bulb is used. Our random testing has shown the General Electric, Osram/Sylvania and Philips,Westinghouse brand light bulbs operate within
acceptable temperature variations.

/^\
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C >
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